Garutmaan W

GXL, TXL & SXL Automotive Cables




Garutmaan “

Low Voltage Primary
Automotive Cables - GXL

“Garutmaan” Single Core Low Voltage Primary Cables,
conforming to SAE J 1128, are manufactured using high
conductivity, electrolytic grade, bright, plain annealed bare
copper conductors.

These cables are manufactured in sizes ranging from 20
AWGto 10 AWG.

TXLand SXL type cables are also available.

Number
Garutmaan SAE Conductor ~ / Dia. Of
Item Size (¥) strands
Code (Nom.)

No. mm? mm

AUGXSJC0101210 20 0.5 7/0.31
AUGXSJC0101212 18 0.8 19/0.24
AUGXSJC0101214 16 1.0 19/0.29
AUGXSJC0101216 14 2.0 19/0.36
AUGXSJC0101218 12 3.0 19/0.45

AUGXSJC0101220 10 5.0 19/0.57

Ref. Specification

Temperature

Rating

Voltage Rating

Cable Range

Normal Packing Length

Application

Wall
Thickness
(Min.)

041
041
041
041
0.46

0.55

Wall
Thickness
(Nom.)

0.58
0.58
0.58
0.58
0.66

0.79

: General Purpose, Cross-linked

Polyolefin / XLPE Insulated Cable

: Annealed Plain Copper

: XLPO / XLPE

: As per customer's requirement
: SAE J 1128

1-40°C/ +125°C

160V DC

: 20 AWG to 10 AWG

: 100 m coils, Pouch-packed

: Low voltage wiring in automobiles.

These wires are preferred for use in
high temperature environments.

Overall

Diameter Approx.

(Approx.) Weight
mm kg/km
2.2 8.6
24 11.7
2.6 16.1
3.0 23.8
3.7 36.5
4.5 57.1



Garutmaan “

Low Voltage Primary
Automotive Cables - TXL

“Garutmaan” Single Core Low Voltage Primary Cables,
conforming to SAE J 1128, are manufactured using high
conductivity, electrolytic grade, bright, plain annealed bare
copper conductors.

These cables are manufactured in sizes ranging from 22
AWGto 10 AWG.

GXLand SXLtype cables are also available.

Number
Garutmaan SAE Conductor ~ / Dia. Of
ltem Size (*) strands
Code (Nom.)

No. mm? mm

AUTXSJC0101208 22 0.35 7/0.25
AUTXSJC0101210 20 0.5 7/0.31
AUTXSJC0101212 18 0.8 19/0.24
AUTXSJC0101214 16 1.0 19/0.29
AUTXSJC0101216 14 2.0 19/0.36
AUTXSJC0101218 12 3.0 19/0.45

AUTXSJC0101220 10 5.0 19/0.57

| Data :

olors

Ref. Spectfication

Temperature Rating

Voltage Rating

Cable Range

Normal Packing Length

Application

Wall
Thickness
(Min.)

0.28

0.28

0.28

0.28

0.28

0.32

0.35

Wall
Thickness
(Nom.)

0.40
0.40
0.40
0.40
0.40
0.46

0.50

: Thin wall, Cross-linked Polyolefin /

XLPE Insulated Cable

: Annealed Plain Copper

: XLPO / XLPE

: As per customer's requirement
: SAEJ 1128
1-40°C/+125°C

160V DC

122 AWG to 10 AWG

: 100 m coils, Pouch-packed

: Low voltage wiring in automobiles.

These wires are preferred for use in
high temperature environments.

Overall

Diameter Approx.

(Approx.) Weight
mm kg/km
1.6 51
1.8 7.2
2.1 10.3
23 14.5
2.6 216
3.2 335
3.9 52.3






